
Function Leads
Red  ---  DC Voltage ＋
Blue  ---  DC Voltage －(GND)
Yellow  ---  Alarm R/D output
* wire type:  AWG24 
* wire length: 300mm

         Sinwan AC Alarm Fan DC Power supply Alarm Output’s 
                         Characteristic & Wiring Diagram

Sinwan AC Alarm Fan

AC  Lead wires  AWG 20, 300mm
(Option: Terminal type)

Terminal Pins for AC fan power plug
( Optional Flying Wire leads )
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Ground holes
M4x0.7
or #8-32 UNC

#8  M
4

Push-in flat pins
thk.0.5/0.7
hole:2.4x1.3
WxL:3x8

Terminal type

7.9(0.31")

2.   DC Power supply Alarm output signals (R/D)
    
    * DC Voltage input : DC 5V ~ 15V
       Output signal : Ic    20mA  Max.
                               Vcc  28VDC  Max.
    * Action Entry :  High Speed       : Abnormal ( <2000+- 200RPM ) Slow, High
                                                             Normal     ( >2000+- 200RPM ) Running, Low
                                Medium Speed : Abnormal ( <1500+- 200RPM ) Slow, High
                                                             Normal     ( >1500+- 200RPM ) Running, Low
                                Low Speed        : Abnormal ( <900+- 200RPM ) Slow, High
                                                             Normal     ( >900+- 200RPM ) Running, Low
                                    (We can follow the fan abnormal speed alarm as customer request)

    * Logic Level : Low on Pass. High on Fail ( Standard opencollector type)
    * Fan abnormal speed alarm, motor slowing down, alarm output, open collector or TTL available
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